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Fact Shee t #3
Ways to C o n t r o l

N a t u r a l l y - O c c u r r i n g A s b e s t o s Dust
• Shown below are ways to control asbestos dust from construction p r o j e c t s androadways. These control actions will not eliminate asbestos, but o f f e r options to

reduce release of airborne asbestos f i b er s from various activities.
Construction P r o j e c t s and Roadways

Dust Source

Excavation

Mobile
Construction
Equipment

Exposed
Serpentine
Areas

Roads

Mitigation Measure

Water wetting
Excavate during calm
periods
Water wetting of roads
surfaces
Rinse vehicles / equipment
Wet loads of excavated
material
Cover loads of excavated
material
Wet and cover loads
Water wetting
Cover with 6 to 12 inches of
non-asbestos material
Wind breaks / berms

Chemical sealants / dust
suppressants
Vegetative reclamation

A s p h a l t cement paving
Water wetting

A p p l i c a t i o n
Frequency
as needed

when
pos s ib l e

as needed

as needed
each load

each load

each load
as needed

end ofpro j e c t
where

needed
3 mos. - 1 yr.

end of
projec t

as needed
as needed

Relative
E f f e c t i v e n e s s 1

2-3
1

2-3

3
3

2-3

4
3-4
4

1-2

3

3

4
3-4

I of 2 9 / 2 7 / 0 0 1 : 2 2 1



Asbestos Fact Sheet #3 . h t t p : / A y w w .a i f c xa .gov/ t ox i c s /Asbe s t o s /3 con tro l .h t t
kr• Speed control

Wind breaks / berms

Cover with 2 to 4 inches ofnon-asbestos rock
Chemical sealants / dustsuppressants
Single-coat chip/seal
Triple-coat chip/seal
Petroleum sealants
Asphal t cement paving

always
where

needed
as needed

3 mos. - 1 yr.

as needed
as needed
as needed
as needed

1-3
1-2

3-4

2-3

4
4
4
4

1. Subjec t ive rating where: 1 = least e f f e c t i v e , and 4 = most e f f e c t i v e
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